
Bastrop County Street/Roadway Utility Cut Repair 
 
Proper restoration involves sand bedding, backfill, road base and permanent hot mix 
asphalt (HMAC) pavement repair, Perma Patch Pavement Bag, Well-preserved quality 
Cold Mix Asphalt (ACP) Type “D” or Concrete. (Note: All other Cold mix may be used for 
Temporary Paving Repair Only.) 
 
Key Repair Details and Requirements 
 

• T-Cut Requirement: A T-cut trench method is generally required for repairs to 
ensure a stable, long-lasting patch. 
 

• Backfill & Base: Utility trenches must be filled with approved materials and 
properly compacted, often involving sand bedding.  This is any area of the 
Roadway and within 2 feet of the Roadway.  Mechanical Compacted in six (6) 
inch lifts for 95 % compaction or greater than is required in this area.  Any area 
outside of the 2 feet from edge of Road area is required to have 85% compaction 
or greater than. 
 

• Approved Materials:  Approved materials are the natural ground excavated from 
the area as long as it does not consist of any materials no larger than 2 inches in 
diameter and less than 10 % of, unsaturated materials, road base, concrete, 
asphalt millings or any material approved that’s equal too.  Gravel and Sand 
together is not accepted due to the migration of the two causing backfill failures. 

 
• Material Re-use: If excavated material is not saturated it may be re-used if the 

finished product matches the above criteria. 
 

• Surface Restoration: The Roadway Repair is expected to match the existing 
Road Structure around it or be greater than.  
 
A) Road Base, Asphalt Milling, Crush Concrete, etc., Surface Condition:  
 Minimum 8 inches or match existing if greater. 
 
B) Chip Seal: Minimum 2 inches of HMAC Asphalt or Perma Patch Bag 
 Product or match existing if greater.  ( Must submit a submittal if not 
 either of the two.) 
 
C) Asphalt:  Minimum 4 inches of  HMAC Asphalt or Perma Patch Bag  

Product or match existing if greater.  (Must submit a submittal if not either 
  of the two.) 

 
D) Concrete:  Minimum 4 inches of 3500 psi or match existing if greater.  
 (Dial into existing structure.) 



 

   .   Final Product:  Final Surface Product is to not have any deformities that will         

 affect the surface ride of the County Road. 
 

 
Backfill Failures 
 

     .  Backfill failure for correction may be required to remove and replace the backfill 

 material, the road base, recompact each to reach the 95% compaction or     
 greater. 
      
Notification Process  

    . Contractor/ Company must Email Bastrop County at 

“Development.services@co.bastrop.tx.us” at time of work when Excavating/Digging 
is being done in the Bastrop County Roadway or within two feet of Roadway.  Email 
message must state Company Name, Foreman, Telephone Number, reason for 
Digging in Bastrop County Roadway,  Address/Cross Street and GPS location of 
excavation.  

   . Once Final Paving is completed, email Development.services@co.bastrop.tx.us 

with Address/Cross Street, GPS location and size of Street Cut .   

   . The Bastrop County Inspector will reply to the email with Passed or Failed within 72 

hours, regular work-day week.  A “Passed Email” will be the tracking mechanism for 
the Warranty of the Street Cut Repair.   

 

Warranty: Contractor/ Company is responsible for the Street Cut from within 1 Year of           
when the Final Surface Repair has been approved by the Bastrop County      
Inspector. 

Warranty Work:  Any corrective work is required within 14 days of the request with        
weather permitting. 

Time Frame: The Permanent Surface Repairs are expected to be completed within 30 
(thirty) days from when the work is completed.  During cold and wet season months,  
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surface repair deadlines will be extended due to unable to proceed with repairs in 
inclement weather which will affect a quality product. 
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